Standard Wiring Diagram for LimelLite, Touch Dim
(Wiring of Multiple Drivers)

lime

SCH-SM-23w-DIM BL-SM-23w-DIM LIN-P-LO-23w-DIM LG-WM-23w-DIM
E o I : e | ! e I E o I
L ~ L ~ L = L =
N e—+—ex : N —r—ox | N —+—x I N o—r—ox I
I D I 1 D 1 I D I I D I
+——CloA I ——aon | ——doa ——<don |
——<_| DA 1 ——{ ] DA 1 | DA 1 —— | DA |
Loop
Loop
Switch Position
P L
o —O O+ r=
N o Lo———a i1 - Driver Terminals
N - Neutral
E - Earth
2 way Switch Control _ Qui :
ON/OFF. UP/DOWN Sw - Switched Active
.’ “m | L - Un-Switched Active
L e 1¢0 (Danger: Isolate circute before opening)
N e 1 25 Driver Maximum Recommended,
S due to Synchronisation. To Synchronise all
Driver, hold switch closed for 10 seconds,
N all Driver will go to 75% light level. Wall Switch
L e O O+ DS must be Momentary Contact Switch as supplied.
N o —O O—1—> All Cables to be 240V rated and in accordance with

AUS/NZS3000 wiring rules.




