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INSTALLATION INSTRUCTIONS

Schoolies
SURFACE MOUNTED LUMINAIRE
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body

diffuser

gear tray

fastener

mounting screw(not supplied)

description

IT IS IMPORTANT THAT ONLY APPROPRIATELY QUALIFIED INDIVIDUALS PERFORM THE INSTALLATION ACCORDING TO THE PROVIDED INSTALLATION 
INSTRUCTIONS IN LINE WITH ALL APPLICABLE REGULATIONS AND STANDARDS. IN THE EVENT OF IMPROPER INSTALLATION; ELECTRICAL SHOCK, FIRE, OR 
INJURY CAN RESULT FROM AN ELECTRICAL HAZARD. NEITHER LIMELITE NOR ITS AFFILIATES ARE RESPONSIBLE FOR DAMAGES RESULTING FROM IMPROPER 
HANDLING, STORAGE, OR INSTALLATION OF THE PRODUCT.

figure a: installation critical dimensions.

607 | 907 | 1175

70

68

*GEOMETRY DIMENSIONED FROM OUTSIDE OF ENDCAP

a

b

c

d

e

LENGTH

600

900

1200

A

532

798

1070 23

23

23

B*

67

67

67

C*

365

215

65

D

88MM

B*

B*
STANDARD



Lime Lite Sales & Marketing Pty Ltd  |  www.limelitelighting.com.au  REVISION 07.7.25  |  PAGE 2

Step 1. 

Step 4. Step 5. 

Step 7. 

Step 6. 

Step 8b. If rear powerfeed. Step 9b. If rear powerfeed.

Step 2. Step 3.

Remove diffuser.

Drill all necessary holes for powerfeed and pilot 
holes.

Unscrew Gear Tray from body, retain 
fasteners(f).

Pull powerfeed through ceiling and body.

Terminate powerfeed at terminal block found 
in Body.

Mark ceiling for powerfeed and pilot holes for 
fasteners if necessary. 
REFER TO DIAGRAM A FOR CRITICAL DIMENSIONS

Install body using mounting screws
*screws not supplied*

Re-mount Gear Tray to Body using retained fasteners. Align and install diffuser to body. 


